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°sTelpro  reserves the right to modify descriptions, manufacturing specifications or prices without prior notice. returns are not accepted for orders of products with optional colours. 
for all the latest models and updated prices, please refer to our web site at www.stelpro.com.

Technical specificaTions

coDe waTTs coDe waTTs coDe waTTs volTs MM IN. kg lB

--- 1500 cw7506128* 1200 cw7506098* 900 208 600 23 5/8 12.7 28 510.00
--- 1500 cw7506122 1200 cw7506092 900 240 600 23 5/8 12.7 28 510.00
--- 1500 cw7506127 1200 cw7506097 900 277 600 23 5/8 12.7 28 510.00
--- 1500 cw7506123 1200 cw7506093 900 347 600 23 5/8 12.7 28 510.00
--- 1500 cw7506125 1200 cw7506095 900 480 600 23 5/8 12.7 28 510.00
--- 1500 cw7506126 1200 cw7506096 900 600 600 23 5/8 12.7 28 510.00
--- 2250 cw7509188* 1800 cw7509138* 1350 208 900 35 7/16 17.7 39 572.00
--- 2250 cw7509182 1800 cw7509132 1350 240 900 35 7/16 17.7 39 572.00
--- 2250 cw7509187 1800 cw7509137 1350 277 900 35 7/16 17.7 39 572.00
--- 2250 cw7509183 1800 cw7509133 1350 347 900 35 7/16 17.7 39 572.00
--- 2250 cw7509185 1800 cw7509135 1350 480 900 35 7/16 17.7 39 572.00
--- 2250 cw7509186 1800 cw7509136 1350 600 900 35 7/16 17.7 39 572.00
--- 3000 cw75012248* 2400 cw75012188* 1800 208 1200 47 1/4 24 53 634.00
--- 3000 cw75012242 2400 cw75012182 1800 240 1200 47 1/4 24 53 634.00
--- 3000 cw75012247 2400 cw75012187 1800 277 1200 47 1/4 24 53 634.00
--- 3000 cw75012243 2400 cw75012183 1800 347 1200 47 1/4 24 53 634.00
--- 3000 cw75012245* 2400 cw75012185 1800 480 1200 47 1/4 24 53 634.00
--- 3000 cw75012246* 2400 cw75012186 1800 600 1200 47 1/4 24 53 634.00
cw75015378* 3750 cw75015308* 3000 cw75015228* 2250 208 1500 59 1/16 29 64 696.00
cw75015372 3750 cw75015302 3000 cw75015222 2250 240 1500 59 1/16 29 64 696.00
cw75015377 3750 cw75015307 3000 cw75015227 2250 277 1500 59 1/16 29 64 696.00
cw75015373 3750 cw75015303 3000 cw75015223 2250 347 1500 59 1/16 29 64 696.00
cw75015375* 3750 cw75015305* 3000 cw75015225* 2250 480 1500 59 1/16 29 64 696.00
cw75015376* 3750 cw75015306* 3000 cw75015226* 2250 600 1500 59 1/16 29 64 696.00
cw75018458* 4500 cw75018368* 3600 cw75018278* 2700 208 1800 70 7/8 33.6 74 758.00
cw75018452 4500 cw75018362 3600 cw75018272 2700 240 1800 70 7/8 33.6 74 758.00
cw75018457 4500 cw75018367 3600 cw75018277 2700 277 1800 70 7/8 33.6 74 758.00
cw75018453 4500 cw75018363 3600 cw75018273 2700 347 1800 70 7/8 33.6 74 758.00
cw75018455* 4500 cw75018365* 3600 cw75018275* 2700 480 1800 70 7/8 33.6 74 758.00
cw75018456* 4500 cw75018366* 3600 cw75018276* 2700 600 1800 70 7/8 33.6 74 758.00
cw75021528* 5250 cw75021428* 4200 cw75021318* 3150 208 2100 82 11/16 38.6 85 819.00
cw75021522 5250 cw75021422 4200 cw75021312 3150 240 2100 82 11/16 38.6 85 819.00
cw75021527 5250 cw75021427 4200 cw75021317 3150 277 2100 82 11/16 38.6 85 819.00
cw75021523 5250 cw75021423 4200 cw75021313 3150 347 2100 82 11/16 38.6 85 819.00
cw75021525* 5250 cw75021425* 4200 cw75021315* 3150 480 2100 82 11/16 38.6 85 819.00
cw75021526* 5250 cw75021426* 4200 cw75021316* 3150 600 2100 82 11/16 38.6 85 819.00
cw75024608* 6000 cw75024488* 4800 cw75024368* 3600 208 2400 94 1/2 43.5 96 881.00
cw75024602 6000 cw75024482 4800 cw75024362 3600 240 2400 94 1/2 43.5 96 881.00
cw75024607 6000 cw75024487 4800 cw75024367 3600 277 2400 94 1/2 43.5 96 881.00
cw75024603 6000 cw75024483 4800 cw75024363 3600 347 2400 94 1/2 43.5 96 881.00
cw75024605* 6000 cw75024485* 4800 cw75024365* 3600 480 2400 94 1/2 43.5 96 881.00
cw75024606* 6000 cw75024486* 4800 cw75024366* 3600 600 2400 94 1/2 43.5 96 881.00

add w for white or sw for silica white (or consult the optional colour chart and contact your °sTelpro representative for all other colours)
add ff for front air outlet (available only in 450 w and 600 w densities per linear foot)
* Three-phase model available upon request
--- not available
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